QUALITY ASSURANCE—>

Semi-Electric Stacker

Designed for light duty working conditions, that requires power lift, but do not
require drive. Product design Is simple, reliable, turning agile, easy to operate.
With handle return gas spring, brake, protection wheel cap, protection net.
Compact vehicle design provides exceptional manoeuvrability in tight areas.

Its Lifting supporting leg keeps stacker steady when lifting or lowering

Technical Specifiction:

Operating System |Shifting Manually & Lifting by 12V Battery-operated

Shifting Manually & Lifting by 12V Battery-operated

DC-Hydraulic Power pack.

DC-Hydraulic Power pack.

Load Capacity 1000 Kgs. at 550 mm- 1600 mm Lift 1000 Kgs. at 550 mm - 1500 mm Lift

700 kgs upto 2500mm Lift

1100 mm Length x 290/560/815mm 1100 mm Length x 290/560/8 15mm

Towing Handle with Mechanical power-steering & Towing Handle with Mechanical power-steering &

positive parking brake positive parking brake

X/ heels Steering -2 nos. with 1800 x 50 width ball bearing PU \Wheels.| Steering -2 nos. with 1800 x 50 width ball bearing PU \X/heels.

Load nos. 800 x 70 width ball bearing PU Rollers Load nos. 800 x 70 width ball bearing PU Rollers
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Always Quality Assured & Cost Effective...



