Hand Sealers

Features:

Hand operated impulse sealing, Audio visual indication, Adjustable electronic timer, Suitable for sealing solid, granule, powdered
products, Round element option available for sealing & cutting.

Technical Specification:
Model Sealing Power Dimensions Weight
190 H\/ 190 X 3 mm 240 V/290 \W/50 Hz 320 X 85X 140 mm
200 HB 200X 1.6 mm 240 V/ Hz./200 \X/ 320 X 85 X 140 mm
200 Dv2 200 X 1.6 mm 240 VV/190 \W/50 Hz 320X 85X 145 mm
250 Delta 250X 1.6 mm 240V//270 \X//50 Hz 340 X 85 X 145 mm 2.6 Kgs
300 Delta 300X 1.6 mm 240 \V//300 \X/ / 50 Hz 420X 85 X 145 mm 2.75 kgs
300 HB 300 X 1.6mm 240V/ 300 \W / 50 Hz 410X 85X 145 mm 4.15 Kgs
300 HW/ 300 X 3 mm 240 V/380 W/50 Hz 420 X 85 X 145 mm
400 HB 400 X 1.6 mm 240V /380 / 50 Hz 520 X 85X 145 mm
400 D 400 X 1.6 mm 240 VV/340 \W/50 Hz 520 X 85X 145 mm
500 HB 500 X 1.6 mm 240V /440 \X/ / 50 Hz 630 X 85 X 145 mm
600 HB 600X 1.6 mm 240V/500 \X/ / 50 Hz 730X 85X 145 mm

Foot Sealer

Features:

Audio visual indication, Tiltable Sealing jaw, Adjustable energy requlator

Technical Specification:

Dimensions

Sealing Power

200X 12 mm 2940 V/200 \X//50 Hz 680 X 620 X 1050 mm

300X 12 mm 240V/270 \X//50 Hz 680 X 620 X 1050 mm

400 FH 400X 12 mm 240 \//350 \X//50 Hz 680 X 620 X 1050 mm 28 Kgs
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