UCS Series TTO

300 DPI High Speed Printing

UCS Series TTO /+ . mmrswmi

\X/orld Class Printing Systems

y

for Real \X/orld Applications

Feature:

off-line printing.

Adjiustable print gap...

Specifications:

Machine Model
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Print Area 32mm x 46mm  s3mmxS3wm
Print Density

Print Speed 225mm/s, 500PPM 650mm/s, 300PPM 225mm/s, 500PPM 650mm/s, 300PPM
55mm x 450M Outside Ink

Ribbon Size

Ribbon Gap

UCS Coder Print density 300Dpi

650mmy/s Printing speed for USC2 and UCS4 continuous type.
500PPM for USC1 and UCS3 Intermittent type.

\X/e desigh and build with features for in-line and

low cost of Ownership amongst other TTO in the market.
Easy Ribbon change without an expensive cassette.
Legend creation without PC.

Sample operate. Service and Maintain and

UCS-1

UCS-5

UCS-2

300DPI 12 dots/mm

33mm x 450M Outside Ink

Software Interface

Hardware Interface

User Interface

AIlr Supply
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0.5mm and user adjustable

RsZ232 Industrial Port

Input : Print Trigger, Encoder (UCS-2 & UCS-6)
Output: Print, Warning, Fault
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UCS-6

Job creation without PC, Self diagnostic, Warning & fault information, 3.5 inch Backlight LED,

Durable metal casing, Weight approx. 3.8 kg

Image rotation, Font selection, Support logo, Customised Printing, Real time, Date, Expiry date,

\Xeight approx. 8 kg

100-120VAC or 220-240VAC
Max. 6.0 bar  Compressed air

Temperature: 0-40 degree C & Humidity 0-90%

Packncode Sustems

Mira Road (East), Thane - 401 107. Tel: +91 22 28935740 / 28915266

Always Quality Assured & Cost Effective...

Head Office : A-901, Raj Maximus, Santoshi Mata Road, Off L. M. Road, Near Raj Anmol lll, Borivali (West), Mumbai - 400 103.
Admin Off.: Unit No. 112, Nikisha Industrial. Estate, Pandurang Wadi, Near Lodha Aqua, Off. Western Express Highway,

E-mail : support@packncode.in / support@packncode.com Web : www.packncode.in / www.packncode.com




