QUALITY ASSURANCE —»

Vacuum Packaging
Machine

Features

-Compact and cost efficient design

-Operator Friendly & easy to use

Stainless steel vacuum chamber

-Single & Double chamber models

‘Transparent lid for observation

Sealing & Vacuum time adjustable to suit the requirement
‘Relay Control & PCB control for user options

Specification DZ - 410 SERIES

DZ-410/SA | Dz-410/2SB
(V/Hz) Voltage AC 380/50 220/50 110/60
750
Ultimate Vaccum Pressure (Kpa) I
No. of sealing Bars in each chamber 2
Chamber Dimensions (LXWXxH) 510x500x160 ‘ 510x500x150

Sealing Length & width(mm_) 4 10 & 10or 2x3

Pump Capacity (m°h) 20

Material of Vaccum chamber Stainless Steel

External Dimensions (LxW/xH) 1070x685x940 ‘

1070x685x930

Net Weight (kg) 180

Specification DZ 510 SERIES

(V/Hz) VVoltage

Motor Power (W)

Sealing Power (W)

Ultimate Vaccum Pressure (Kpa)

DZ-410/SA | DZ410/25B | DZ-410/SA | DZ-410/2 SB

AC 380/50 220/50 110/60

No.ofsealingBarsineachchamber | 2 | 2 | 2 | 4

Sealing Length & width{mm) 510

Pump Capacity (m°h) 10mm

Material of Vaccum chamber 20x2 45
External Dimensions (Lx\W/xH) Stainless Steel

Net Weight (kg) 220 230

Specification DZ - 610 SERIES

DZ-610/2SA| DZ-610/2 SB | DZ-410/254 DZ-610/4 SC

(V/Hz) Voltage AC 380/50 220/50 110/60
1500

Sealing Power (\X/} 1000 1500
Ultimate Vacuum Pressure (Kpa) 1

No. of sealing Bars in each chambe 2 ‘ 2 ‘ 2 ‘ 4
Sealing Length (mm) 10mm

Sealing width (mm) 45

Pump Capacity (m°h) 20x2 ‘ 45
Material of Vacuum Chamber Stainless Steel

Net Weight (kg}) 240 250
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